NASA TECHNICAL | NASA TM X-71647 .
MEMORANDUM ‘

NASA TM X-71647

CONTROL LOGIC FOR A 30 CM DIAMETER 10N THRUSTER

by R. T, Bechtel
Lewis Research Center
Cleveland, Ohio 44135

TECHNICAL PAPER to be presented at

'Eleventh Electric Propulsion Conference sponsored
by American Institute of Aeronautics and Astronautics
New Orleans, Louisiana, March 19-21, 1975

 {NASA~TM-X-71647) CONTROL LOGIC FOR A 30 cm
 DIAMETER ION THRUSTER (NASA) 139 p HC $3.25
cscL 21c

Unclas
G320 {777



E-8219

- variety of missions .

CONTROL LOGIC FOR A 30 CM DIAMETER ION THRUSTER

R. T. Bechtel
Mational Aeronautics and Space Administration
Lewis Research Center
Claveland, Chio

© Abstract

The 30-cm diameter mercury bombardment thrust-

er(l’z’B’A) is pres?gt%yygeing considered for a

These range from near-
Eerth orbital to deep space rendezvous and flyby
missions. The wide variety of possible missicns
imposes a simllar variety of operating constraints
and requirements on the thruster. The thermal en-
vironment, sllowable time te reach steady-state op-—
eration, and number of startups required are only
three examples. The large variety of requirements
in turn requires that the basie control loglc be
flexible if satisfactory thruster control is to be
achieved under all posaible conditions. The control
logic has been divided inteo the start-up, run, and
shutdown modes of operation. The start-up mode is
congidered in detail in this paper. The run mode
consists of steady-state operation, throttling, and
high voltage Tecycle, the latter two being petur—
bations of steady-state operation. Steady—ig?te
contrel has been reported in the Iiterature .
While high voltage recycle arnd throttling must both
ultimately be defined in detail, only high voltage
recycle control 18 considered in this paper.

Apparatus

Thruster

Two 30-cm diameter mercury bombardment ion
thrusters were used foy thie Investigation. A Iist
of components of these thrusters is given in ta-
ble I, with descriptions detalled in Refs. 1-4, and
9-«12. Thruster ome aszgimilar to an Engineering
Model Thruster (EMT) s in performsnce but dif-
fered significantly with respect to the thermal
characteriatics of the cathode feed system {cathode/
isolator/vaporizer). Thruster two was similar in
all respects to an EMT, and in fact utilized EMT
{700 seriles) hardware for the critical components;
specifically the cathode baffle assembly, cathode
isolator/vaporizer feed system, and main isolator
feed system. The extractlon systems used for both
thrusters, although not mounted as in the EMT de-
sign, provided representative beam extraction capa-~
bilities. .

Thruster one was used to qualitatively investi-
gate start—up problems and high voltage recycle.
Thruster two was used for teets resulting in more
quantitative conclusions and thermal information
pertaining to the propellant feed system.

Power Processor

The two power processors used for this investi-
gation were those described in Refs. 4 and 8, but
with modifications to the control logle. The power
supplies were inverter type with flight like output
power capabilities and ourput impedance. The con-
trol logic was modified to achleve operating pro-
files and power eupply sequencing as discussed lat-
er. Analog signals for beam curremt, discharge

"a true r,m.5. voltmeter.

voltage, and neuttralizer keeper voltage as well as
dipgital signals defining the status of the mein dis-
charge, neutralizer keeper discharge, and high volt-
age recycle conditions were brought out of the

power processor control logic to a separate, aux-
1liary control system. Timing, sequencing, propor-
tional control, and selection of fixed set-point
functions were performed by this auxiliary control
system, and analog voltages for programming the
power supplies were returned to the power processor
control logic. Because the power processcor did not
include a magnetic baffle supply, digital signals
were generated to select one of 16 possible curtrent
set points on a separate resistance programmable
supply.

In some instances where the power processor
heater supply capability was inadequate to achieve
the desired thruster thermal conditionsz, a separate
power supply was substituted. Set-point selection
was controlled by the auxiliary control system
through digital commands.

Instrumentation

Moat electrical operating parametetrs ware meas—
ured outside the power processor. The d.c, cur-
ents and voltages were measured with either shunts
or dividers and digitgl voltmeters. For best accu-
acy, these measurements were made at the vacuum
feed throughs except the discharge chamber potential
which was measured with potential leads to eliminate
a significant line drop. -

The gix a-c. (5kHz) heater supplies ware con-
nected to their loads through twisted pair condue—
tors. Since the currents were of primary impor-
tance, they were measured with current probes and
; The a.c. voltages were
measured with the power processor data system at a
point inside the power supply.

Propellant flow rates were measured by the
standard practice of observing the time variation

of the mercury level in a precision bore tube 11).

Several representative temperatures of feed
system components were monitored by thermocouple.
These locations are shown in Fig. 1. They were (1)
the manifold near the main vaporizer, (2) the main
and cathode isolater flanges on the discharge side,
(3) the three propellant vaporizers, (4) the cath-
ode mounting flange between the isclator and the
cathode tip, and (5) the neutralizer tube over the
front edge of the Insert. All of the thetmocouples
were spot welded to the surface except for the
manifold which was fastened againat the back slate
under a mounting screw head. All temperatutes were
measured by chromel-alumel or iron-constantan ther-
mocouples. The thermocouple cutputs were measured
with high input impedance, direct tempetrature
readout digital meters.
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Results and Discussion

Basic Control Philosophy

Phase Description. The three modes of thruster
operation; start-up, run, and shutdown, can in turn
be subdivided into phases as shown in table II.

The phase of operation determinea first, which
power supplies are on or off, and, if on, what the
operating set-point or level 1a to be. The startup
mode consists of the preheat, ignition, and heat
phases. The run meode consists of the steady-state,
‘throtetling, and high vaotage recycle phases. The
latter two phases are short term perturbaticns of
the steady—atate phase. Both of these phases re-
sult in a return to the steady-state phase within
a short period of time after they begin. The term
"'run mode'' 1s used to denote the steady-state
phase umless otherwise specified.

The shutdown mode, in its simplest form, con-
sists of ome phase where all supplies are simulta-
neously truned off. This mode may consist, however,
of several phases which would generally be depend-
ent on selected criteria for a Teliable restart
under a variety of thermal conditioms.

Start-up Mode

The purpose of the start-up mede and its three
phases is to arrive at a set of electriecal operat-
ing parameters, & thermal profile, and propellant
flow rates which will result in stable thruster
operation when the high voltages are turned on and
an ion beam extracted at the transistion to the
run mode. To accomplish this purpose, certain cri-
teria must be satisfied during each of the three
phases of the start~up mode. These are discussed
separately.

Preheat Phase. The purpose of the preheat
phase is to raise the temperatures of those com-
ponents which govern the speed and reliability of
main cathode and nuetralizer ignition and the cou-
pling of the cathode-keeper discharge to the main
discharge, These compoments include (1) main cath-
ode and meutralizer tips and inserts, (2} main
cathodes and main propellant feed isolators, (3)
cathode vapor feed line, and {4) main propellant
feed manifold.

Ignition Phase. During the ignitiorn phase,
propellant flow is intrcduced into the main cathode
and neutralizer feed systems and ignition potentigl
is applied to both keepers. In practice there are
two lgnition phases which begin simultaneously.

One pertains to the neutrelizer and determines the
operating levels of the neutralizer tip heater,
keeper, and vaporizes supplies. The second per-
tains to the discharge and determines the operating
levels of the remaining nine power supplies. The
neutralizer ignition phase terminates when a neu-
tralizer keeper discharge is established. This
condition 1s defined as nmeutralizer keeper current
being greater than a predetermined level, usually
in the range of 0.6 to 1.0 amps. The discharge ig-
nition phase terminates when the main discharge is
established. This condition 15 defined as cathode
emisgsion current greater than a predetermined lev-
el, approximately &4 amps. The two ignition phases
do not recessarily end at the same time.

Heat Phase. The heat phase begins at the com—
pletion of the ignition phase. The purpose of the
heat phase 18 to establish the proper propellant

flow rates for the transistion to the run mede and,
if necessary, to further increase the feed system
temperatures by means of the discharge power. As
in the case of the ignition phase, there are actu-
ally two heat phases, neutralizer and discharge,
commencing at the completion of the appropriate
ignition phase. Both heat phases are terminated at
a fixed time after establishing the main discharge.
There is also a requirement that neutralizer be
operating in a stable manner before the termination
of the heat phase.

At the completion of the heat phase, the high
voltages are turned on and an ion beam extracted.
Because solar array capabilities may limit power,
it 15 desirable that the init{al beam current be
relatively low. -Therefore the propellant flow
rates resulting from heat phase operation must be
the praper value which will not result in 2 beam
current overshoot in the initial moments of oper—
ation in the run mode.

Test Regults

Several tests were conducted to determine the
thermal criteria and the power supply opetating
levels necessary for a successful startup. Tables
IIT and IV show the test conditions for each ef
14 tests, Tests Tl through TS5 were thermal tests
which proceeded only through the preheat phase. No
neutralizer or discharge ignition was attempted.
Teats 1 through 9 proceeded through the end of the
heat phase and in some tests attempted the tran—
sistion to the run mode. These tests will be dis-
cussed according to the phase under consideration.

Preheat Phase

The power supplies which may be used during the
preheat phase are the cathode and newtralizer tip
heater supplies, the isolater heater supply, the
three propellant vapcorizer heater supplies, and
the magnetic baffle supply. In the absence of any
discharge, the two keeper supplies, the discharge
supply, and the two high voltage supplies are open
circuited. As a reault, thess supplies are elther
turned off or turned on and set to zero veltage ot
current as appropriate.

The role of each of the power supplies will be
considered individually. The preheat levels of the
neutralizer and cathode tip heater currents were
not varied. ({Power levels for the thermal tests
were slightly lower than other tests due to a power
processor malfunction.) The power levels used are
given in table IIT and -were based on successful
prelimmiary tests on thruster number one and in
those described in Ref. 12, The primary function
of these supplies is to heat the tips and inserts
to the temperatures necessary fgt ignitign. These
temperatures are typ%cally 10007 to 120407 C for the
tips and 7007 to 900" € on the feed tube above the
inserts. A secondary function is to heat the pro-—
pellant feed lines between the tip and the vapor—
izer by thetrmal conduction. '

Tests with both thrusters have shown that the
time required to achieve ignition of the neutral-
izer can be shortened somewhat if the neutralizer
vaporizer power supply is used during preheat. A
vaporizer power level cof about 5 watts was used for
most of these tests (table IIT}. This raised the
vaporizer temperature to 200° — 230° ¢ at the egd
af the preheat phase. This level is 70 to 100 C



less than the normal operating level and corre-
sponds to a negligible flow rate. However, teste
described later have indicated that the use of
neutralizer vaporizer power during preheat is not
necessary.

The cathode and main vaporizer heaters were off
during the preheat phase. Both of these vaporizers
received enough conducted heat from the iselator
heaters to eliminate the need for adding vaporizer
heater power.

Because the cathode and main isolator temper-—
atures are important te start-up relisbility, the
isclator heater 1s a critical and useful source of
power for the preheat phase. Two separate d.c.
heater supplies were eventually needed to power the
cathode and mein isolator heaters. The two power
supply approach was used only to expedite testing,
A single power supply and parallel heater connec-
tion could easily be used by properly selecting the
two heater resistances.

The effect of isclater heater power (table III)
on isolator and wvaporizer temperatures was deter-
mined in thermal tests and is shown in Fig. 2. A
cathode isolator heater power of 34.9 to 37.2 watts
and a main isolator heater power of 27.4 to 29.3
watts were used for most tests with preheat times
from 20 to 30 minutes. A set of critical tempera-
tures required to achieve reliable start-up was
defined and is discussed later. Figure 2 suggests
the power-time tradeoffs which could be made to
achieve a specific compenent temperature. Reduc-
tien of the preheat time to less than 20 minutes
would require heater powers greater than those
shown in Fig. 2.

As would be expected from the relative loca-
tions of the cathode tip and cathode isolator heat-
ers, the cathode flange temperature 1s controlled
by the tip heater power. Tests Tl and T3 {(conducted
at different isolator heater powers} showed that
the final cathode f%ange tgmperature after a 30 min~
ute preheat was 4000 C + 5 C for the power levels
indicated in table IITI. This temperature 1s more
than adequate to prevent propellant condensatien in
this area during start-up.

A similar comparison of tests Tl and T3 showed
that the manifold temperature did neot vary signifi
cantly after 30 minutes of preheat for the two power
levels. Manifold temperatures were within the range
of 50° to 70° C and were increasing at typlcally
the same rate for both tests.

Tests T4 was conducted to determine 1f there
was any significant heating effect due to the mag-
netic baffle supply. Comparison of tests Tl and T4
showed temperatures for tests T4 te be very nearly
the same as those for test Tl after 30 minutes of
preheat. The magnetic baffle supply was left off
during preheat for all other tests.

Thermal tests T3 and T5 were conducted to de-
termine the effect of the initial temperature on
the final temperature for a given power level. As
can be gseen from Fig. 3, and table V, there is
little difference after the first 15 minutes of
preheat. Test T5 was performed after an overnight
cold sosk in vacuo, exposed to the liquid nitropgen
cryoliner. Test T3 was initiated after a 1/2 hour
coal down from test T5 (no discharge). The minimal
effect of initial temperature over this range was
also evidenced in a full thruster start-up which is
digcussed later.

-observed in test 4.

Ignition Phase

The primary factor influencing discharge igni-
tion is the thruster temperature profile at the be-
ginning of the ignition phase, Successful ignition
has been accomplished for a variety of conditions.
Table VI illustrates the times required to achleve
neutralizer, main cathode, and discharge ignition
for some of these conditions. The power supply set-
tings used are given in table III for the preheat
phase, and table IV for the ignition and heat
phases. Tests 1 through 4 utilized a preheat time
of 22.5 to 23.5 minutes. MNeutrallzer ignition was
achieved within 16 to 28 seconds and cathode igni-
tion within 8 to 16 seconds after the end of the
preheat phase. The cathode keeper discharge cou-
pled to the main anode {discharge ignition} within
10 to 32 seconds of the end of preheat. In tests
1, 2, and 3, the discharge coupled within 10 to 16
seconds of cathode ignition. In test 4 the dis-
charge and cathode ignited simultaneously. This is
8 result of the significantly higher temperatures at
the beginning and end of preheat for the main and
cathode feed system components. As will be seen
this also reagulted in a smoother heat phase and
transition from the start-up to the run mode.

Test 5 consisted of an 11 minute preheat result-
ing in significantly lower temperatures at the be-
ginning of the ipnition phase and much longer igni-
tion times. In addition, difficulty was encountered
in malutaining a stable discharge durlng the heat
phase for this test. The conclusion was that the
cooler feed system temperatures were undesirable and
prevented adequate closed loop control of the pro-
pellant flow rates.

Tests 1 through 5 suggest a set of temperatures
which mist be attalned at the start of the lgnition
phase to result in reliable neutralizer and dis-
charge fgnition and, as will be seen, to result in a
stabte heat phase.

The success of test 4 prompted extending the
preheat to 30 minutes. Tests 6 and 7 show that the
final temperatures were egqual or greater than those
Neutralizer ignition times were
unchanged. This is expected since neutralizer tem-
peratres approach equilibrium wintin 10 to 15 min-
utes. Cathode ignition times were similar to test &
and in both cases, discharge ignition was achieved
simultaneously with cathode ignition. The initial
thermal condition of the thruster at the beginning
of the preheat phase within the limits shown in
table VI did not affect the ignition phase as shown
by compsring tests 6 and 7.

For test 8, the neutralizer vaporizer was turned
off during the prehéat phase. The neutralizer va-
porlzer reached a temperature of 170" C by the end
of the 20 minutes preheat due to thermal feedback
from the tip. The neutralizer ignited in 52 sec
onds, about twice the time required when neutralizer
vaporizer preheat power was used, Both the tempera-
ture and time required agree with the short preheat
conditions of test 5. It appears that the use of a
preheat set point for the neutrallizer vaporizer re—
sults 1in a savings of only ~1/2 minute, and as men-—
ticned previously, does not contribute to start—up
reliability.

In test 8, the isolator heater power was in—
creased and the preheat time shortened to 20 minutes
as shown in tables IIT and VI. This did not result
in a smooth start-up. At the end of tge preheat
phase the cathode isolatoer reached 273 C as com~
pared to 278 C for successful teet 7. The main
isolator temperature for test & was 25 cooler than



for test 7 and the vaporizer temperatures approxi-
mately 50° cooler. Since the shortest preheat time
te achleve successful start-up with the power set-
tings used for test 7 was 26 minutes, it appears
that igolator heater power increases of more than

7 watts would be needed to shorten the preheat time
by 25% or more,

Heat Phase

Tests 1, 2, 3, and 8 have been classified as un-
successful starts, primarily because the heat phase
operation was unstable and noisy, and the attemptt
to transfer to the run phase was unstable, noisy
and, in some instances, resulted in low mode oper-
ation. The one major condition these tests have in
common is the low temperatures at the end of the
preheat phase (table VI and VII) resulting in de-
layed discharge ignition., A strip chart recording
of test 3 is showm iIn figure 4. At times the ex-
cursions of discharges current were as much as 6
amps about the 10 amp d.c. level during the unsuc-
cessful tests.

The effect of flow rate on heat phase operation
can be Inferred from the results of test 3. Ini-
tially, the main flow rate was extremely low, based
on the main vaporizer temperaturs of 237° € (fig.d)
noted two minutes into the heat phase. This was
accompariled by cathode vaporizer proportional con-
troller onfoff cycling. An oscilloscops trace
(fig. 5(a)) taken at the low cathode flow extreme
of the cycle showed that the discharge was actually
going out for brief perlods. Three and a half min-
ustes Into the heat phkase, the main vaporizer tem-
perature had increased to 252° ¢ which correspands
to approximately 1 equivalent amp of neutral flow.
At thls paint the operation became more stable.

The current excursions diminished and figure 5(b)
shaws that the discharge remained on contilnucusly.
As the waln vaporizer temperature was raised furth-
er snd more main propellant flow supplied, the de-
mand for cathode flow was reduced to a point where
the cathode discharge bepan to extinguish. Manual
control of the wain vaporizer was needed to rees-
tablish low discharge voltage, high discharge cur-
rent operation. However the high main propellant
flow rate during the last few minutes of the heat
phase caused large dishcarge voltage and current
excurslons. Thls operation was not accompaniled by

the high speed onfoff ecycling shown in figure 5(a}.

When the sequence was advanced to the run mode, a
high voltage recycle occurred which extinguished th
the discharge. The discharge was guickly re-estab—
lished and the high veltages turned on. As in
tests 1 and 2, the thruster began operation in low
mode

In each of these four tests the initial moments
of the heat phase were characterized by large dis-
charge current and voltage excursions and cathode
proportional controller eycling due to insufficient
main flow rate. When this condition was accompa-
nied by low cathode flow rate, high frequency
on/off operation of the discharge was also noted.
In those tests where the wmain flow rate was per-
mitted to become excessive, large voltage and cur-

reént eXcuraions were again noted and low mode oper-

ation during in the run mode was probable.

These four tests indicate the need for warmer
temperatures at the bepinning of the heat phase to
prevent insufficient flow and the selection of heat
phase set points to prevent excessive main flow
during the heat phase. Tests &, 6, 7, and 9 all

exhibited higher temperatures at the end of preheat
and were generally considered suwccessful, although
some minor problems did cccur. Figures 6, 7, and

& ghow the heat phases of tests 4, 6, and 7 trespec—
tively. In test 4 the main vaporigzer temperature
was warm enough to prevent the problems shown in
test 3 (fig. 4). Sipnce the main vaporizer and the
isolator heaters were left on during the heat phase
(table IV), the main flow rate eventually became
excessive and the discharge current excursions be-
gan. In test & {fig. 7) the temperatures st the
end of preheat, especially the main vaporizer were
slightly higher than for test 4. 1In this case the
discharge excursions occurred early in the heat
phase. However the ilsclator heaters were tutrned
off during the heat phase and the main vaporizer
several minutes later (tabel IV), allowing the main
vaporizer to cool down until the excursions dimin-
ished. In test 7 (fig. 8), the main vaporizer was
off throughout preheat, ignition and heat phases
and the isolater heaters turned off at the end of
the preheat phase (table IV). This resulted in a
smooth heat phase from beginring tc end.

Tests 3 and 4 both resulted in a high voltage re-
cycle followed by the discharge extinguishing when
the high voltage was first turned on. This is not
an uncommon result when high voltage is turned cn
while the discharge is operating at the 10 amp
level In test 7 (fig. 8) the logic was modi-
fied to generate a high voltage recycle command at
the completicn of the heat phase just prior to
turning on the high veltages. With this change in-
corporated no problems were experienced when turn-
Ing on the high voltages.

Buring the heat phase the neutralizer vaporizer
was placed 1n closed loop proportional control.

The neutralizer keeper voltage was used to maintain
propellant £low rate near the run level desired.
When there is no beam current, the neutralizer
keeper current must be increased to malntein a
minimm r?gyired total emission current for stable
operation + The value selected for these tests
waa 2.4 amps. Since the keeper current is higher
in the heat phase than during operation in the

run mode, the keeper valtage requlred at a given
propellant flow rate 1s also higher. A geparate
keeper voltage reference set point was vsed during
the heat phase. Tests with thruster one indicated
a tendency to lose propertional control when this
was not donae. The neutralizer voltage reference
was sét to provide closed loop control at ~19 volts.
This resulted in estimated propellant flow ratesa

of less than 50 equivalent m.a.

Further tests with thruster number one {using the
neutralizer described in table I) Indicated a tend-
ency for the neutralizer to extinguish 1f operated
for several minutes with no tip heater power,
Therefore the neutralizer tip was operated at 6.0
amps and B.4 volta during the heat phase on tests
with thruster number two {table IV), No problems
were abserved when using this approach. No at-
tempts were made to reduce or eliminate the tip
heater power by changing other neutralizer opera-
ting parameters such as neutralizer keeper current.
It is not evident that tip heater power would be
necessary with an FEMT neutralizer.

A test to determine the restart capability was
conducted. Tables VI and VII show temperatures for
test 9. The thruster had been operating for -5
hours at a 1.0 amp beam current prior to test 9 and
had reached the equilibriwm temperatures shown in
table VI. The thruster was then shutdown by turn-
ing off all power, At time = 0, after a cool down



of 47.8 minvtes, the start-up sequence was begun
with the intention of allowing a 30 minute preheat.
All power levels and set points for all phases were
the game as for tests £ and 7. In 20 minutes the
temperatures had achieved those necessary for the
ignition phase to begin (tabel VI and VII). At

21 mipnutes the main cathode ignited on the low
voltage (v60 V) section of the cathode keeper sup-
ply. Rather than let the preheat continue, the
sequence was manually advanced to the ignition
phage at t = 21.6 minutes. The discharge, which
had been set for zero current during preheat, im-
mediately ignited, and the neutralizer ignited in
18 seconds. A power processor logle malfunetion
permitted the cathode keeper discharge to ignite
and reach the I amp level since this set point
should have been for zerc amps.

This test indicates that the short term restart
of the thruster can be readily accomplished, al-
though it is probably necessary to reduce the
length of the preheat depending on the thermal his-
tory and previous operating conditions.

Contral Philosophy Modification

A gummary cf the set-points used in eachk of the
3 start-up phases for successful starts is given in
table VIII. 1In addition the table shows the total
number of set points required by the start-up mode
alone, start-up and run rode, and run mode alone.
Only the 6 heater supplies require set points which
are not also required for the ruem mede. These set
polnts total 6.

Table IX shows the same information for a slight-
1y modified approach. First, the function of the
isolator heater supply during preheat has been
assigned to the discharge supply. This is possible
only if the discharge supply and isclator heater
supply functions are not required at the same time.
Presently it appears that the lsolator heater may
be needed for supplementary heating when the thrust-
er 1s operating at beam currents much below 1 amp.
If this need could be eliminated by a change in
discharge operation at the Iower beam currents
(i.e. operation at higher discharge losses and
power) it might be passible to eliminate the isola-
tor heater power supply. Since both the isolator
heaters and the discharge supply (negative output)
are referenced to cathode common, the discharge
supply (positive output) could be connected teo the
high side of the isclator heaters through a nor-
mally open switch. This switch would be energized
only during the preheat phase.

As mentioned previously, the need for the neu-
tralizer tip heater heat phase set—point may be
diminished by elther a change in operating profile

" or neutralizer design. However elimination of this
set-point would not have any significant advantage
uless 1ts need were also eliminated from run mode
operation as well. Otherwise the total number of
set pointa remains unchanged.

The elimination of neutralizer vaporlzer power
during preheat has been discussed. Several tests
have been conducted with this set-peint off with
satisfactory results. The kigh power set-points
used by the cathode and neutralizer vaporizes dur-
ing the ignition phase could be eliminated 1f max-
imum vaporizer heater power required by the pro-
portional controllers were sufficient to reliably
accomplish the cathode and neutralizer igniticn in
an orderly and timely mannet.

These changes c¢ould reeult in the replacement of

one supply, the isclator heater supply, by one
normally deenergized switch having a low duty cyecle
and the reduction of the number of set-points re-
quired for start-up only from § to 2 (two tip)
heater supply settings).

High Voltage Recycle

The general power supply profile for turning
offrand reapplying the high voltage after am over—
current condition (recycle) is detailed in Ref. 8.
A strip chart recording of such a recycle is shown
in Fig. 9 for the discharge and high voltage sup—
plies. These are the supplies which most directly
affect the time required to complete a recycle.
The tests described are intended to better define
limits on the timing of these functions; specifi-
cally the hiph voltage off time and the discharge
current cutback time (fig. 9). It is desirable to
reduce these times to minimize off normal or low
thrust beam operatlon and to reduce the possibility
of loss of proper control due to the recycle per-
turbatlion. The shorter the recycle, the less need
there is for any additional thermal input {(espe-
clally impertant at low beam current) and the sim-
pler the power profile becomes.

At the start of the recycle sequence, the high
voltages are turned off and the discharge emission
current reduced to a 0.6 to 0.8 amps level. The
high voltages are kept off for 7.6 sec, at which
twice the command is generated to turn on high vol-
tage once again. In ancther 1.8 sec the command
is generated to increase the emission current back
to its run level of 10 amps. (for a 2.0 amp beam
current.} Both besm and emission current go
through a period of cacillation and reach a stable
mode of operation in another 1.8 sec, Thus the
total time required is 11.2 sec. Note that the
beam cyrrent of this point is only 1.9 amps.

The time requiredd to reach an actual 2.0 amp.
bean is a function of the vaporizer (cathode and
main) control during recycle. This was not inves—
tigation here.

The first change was to reduce the high voltage
off time from 7.6 to 3.8 seconds. The rest of the
recycle remained essentially unchaged, resulting in
a shorter successful recycle time of 7.4 seconds.
The high voltage off time was then reduced to
1.9 sec, (fig. 10)., When the high voltage was re—
applied, a second recycle occurred due to a large .
beam current transient. It also showa that the
discharge current had been reduced only to 1.6 amps
when the high voltege was reapplied, due to the
relative long delay time fo reduce the emission
current. The emission current was too high at the
time the high voltage is turned in resulting in a
second recycle.,

The c¢ontrol logic circuitry controlling the
rate of discharge cutrrent decay was modiffed. It
was found that as the rate of decay was Increased
there was a2 strong tendency for the discharge to
extinguish. This may be due to the negative over-
shoot of the power supply programming voltage dur—
ing switching (In which case the problem might be
resclved by a change in control circuitry) or sim-
ply the typical response of the discharge to a
step change. After several interations, it was
determined that a decay time of ~0.1 sec to reach
the 1 amp, level gave satisfactory results.

Figure 11 shows this profile. The discharge
current decays to 1 amp. in 0.1 sec. compared
to 3.4 sec. in the previous cases. The high vol-



tage was successfully reapplied in 1.9 sec. The
long (3.5 sec.) discharpe current cuthack time was
a result of random control leogic timing and was not
intentional. The only potentlally seriaus problem
appears to be the beam current overshoot aasoclated
with the fast increase of the discharge current.
Note the discharge and beam current oscillations
are not present in thils case.

The 1.9 zec, high voltage off time is the min-
imum attainable with this particular contrel sys-
tem. Further tests were designed to minimize the
discharge current cutback time. A high voltage
off time of 1.9 sec. and a discharpe cutback time
of 0.32 sec. was attempted but resulted in a sec-
ond breskdown (fig., 12). Several lorger times were
also tried, with the shortest successful cutback
times falling in the range of 0.55 to 0.80 sec.
Figure 13 shows this profile of a successful re-
cycle on an expanded scale. Comparison of Fig. 12
and 13 suggest a reason for the second breakdown
cccurring in Fig. 12. Note that when the discharge
current is increased at 0.32 sec. in Fig. 12 the
accelerator current is still decreasing in a tran-
sient manner after the reapplication of high vol-
tage. This appeared to be the case in all unsuc—
cessful attempts. However, in Fig. 13 and all
other successful attempts, the accelerator current
has reached an equilibrium level when the discharge
current is increased. It appears that the factor
controlling the minimum discharge current cutback
time is a grid extraction one. If the screen and
accelerator veoltages have not reached values to
provide sufficient perveance (beam current capabil-
ity) when the discharge current is incremsed, over-
focusing occurs and causes an accelerator over—
current condition. It 1s probable that a reducrion
in the rige times of the two high voltage supplies
would permit a corresponding reduction in the dis-
charge current cutback time.

Figure 13 suggests that a high voltage off
time of 0.25 seconds may be realistic. The short-
est discharge cutback time demonstrated was 0.55
gec. Figure 13 shows that, based on the discussion
of high voltage rige time above, this may be clase
to the minimm time possible. Thus the minimum
combination of times demonstrated has been 2.45 sec.
and the minimum anticipated is 0.8 sec.

Technically the recycle is not complete until
the beam current has reached its £inal value, in
this case 2,0 amps. Over or under shoot 15 a
function of vaporlzer contreol, but it also depends
on the rise time of the distharge curremt. These
tests provide an idea of the effect of rise time
on beam current. Table X shows that peak currents
of 2.3]1 amps can result within the first few sec-
onds of discharge current increase for fast rise
times. For slow rise times, the peak current is
2.05 amps and the steady beam current is actually
less than 2.0 amps. and requires 6.8 sec. to in-
crease.

These results can be affected by variations din
proportional controller design, discharge and beam
power supply output impedance, constant beam power
logic control elrcuits, fast decay-slow rise time
logic for the discharge current, beam current level,
etc. However, three general rules do seem to hold
for all cases: (1} if the discharge cutrent is re-
duced too quickly, there is a tendency for the dis-
charge to extinguish, (2) the high voltages cannot
be turned on before the discharge current has
reached a sufficiently low level otherwise a sec-
ond breakdown will occur, and (3) the discharge
cutrent cannot be increased until the extraction

system voltages have reached values to provide suf-
ficient parveance.

Conclusions

Tests with a 30 cm thruster having EMT critical
components have defined start-up criteria. Of the
three phases which comprise the start-up mode, the
preheat phase is intended to heat critical feed
system components to desired temperatureas. Of the
seven supplies available during the preheat phase,
only three were found to be useful for purposes of
preheating the thruster. These were the cathode
and neuttalizer tip heater supplies and the isola~
tor heater supply. These supplies were operated
between 65 and 85 watts for beat stdrt-up results.
The two tip heater supplies resulted in equilibrium
temperatures within 15 min, but the isalator heat-
ers required times of 25 minutes or greater to
attain the desired temperatures. There is a trade-
off between preheat time and isolator heater power,
which is in part mission specific, which could
possibly reduce the preheat times significantly.

If the needed temperatures are attained during
preheat, the ignition phase requires only several
seconds. Both neutralizer and cathode keeper dis-
charge ignited within this time. The main dis-
charge ignited simultaniously with the cathode
keeper.

The heat phase serves to establish the proper
propellant flow rates prior to the transition to
the run mode. These times were 8 minutes or less
for the mast succesaful astart-upa.

Using these techniques, a thruster with initial
temperatures in the range of -15 to +25° ¢ can be
reliably started and provide a 1.0 amp beam, usual-
ly within 30 minutes and always within 45 minutes.
This time can be shortened when the thruster is
warm before atart-up.

High voltage recycle time profiles iandicate
limitations on several time functions. The dis-
charge current cutback must be complete prior to
reapplying high voltage. Restaring the discharge
current to its run level too soon after the high
voltage has been reapplied results in a second high
voltage breaskdown and recycle apparently shortening
the total recycle time to much leas than a second
may be difficult and iwpose constraints on the con-
trecl logic and high veltages supplies which are
not warranted by mission considerations. Minimum
times demonstrated were 2.45 seconds and minimum
anticipated times are n0.8 seconds.
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Table I Thruster Components

Thruster Thyuster
#1 #2

Extraction system (dished out)
% Compensation 0.35 0.40

Screen hole diam. 1.9 mm 1.9 mm
Accel hole diam. 1.52 mm . 1.52 mm
Screen % open 67 67
Thruster shell, ancde, ground 400 Series hardware similar to Same
screen, misc. components EMT design
400 Series hardware, number modified Same

Magnets

Cathode/baffle assembly,
cathode; cathode polepiece, mag

to result in EMT magnetic field

300 & 400 Series herdware modified 700 Series {EMT) hardware
to match EMT delsgn

baffle coll & mount

Cathode insert Impregnated porous tungeten Rolled Ta foil 700 series (EMT)

hardware

Cathode keeper Open leop *700 Series (EMT) hardware

 Cathode isolator & vaporizer Individual components assembled 700 Series (FMT) hardware - single

with fittings unit

Main fsolator & vaporizer 400 Series hardware similar to EMT 700 Series {EMI) hardware
design

Neytralizer cathode, insert, keeper Swagged Ta heater, open loop keeper Same

rolled Ta foil insert, generally
similar to EMT design
Neutralizer vaporizer

Similar to EMT design 400 Series hardware similar to EMT

design

EMT Components,'Refs. 1 & 2. For other components, Refs. 3, 4§, 9, through 12.

‘Table II Thruster operating modes

Mode Phase
Startup Preheat; Ignition; Heat
Run Steady-State; Throttling; High Voltage Recycle
Shutdawn Single Phase*

*
May depend on thermal restart conditions



Table III Summary of preheat set points

Test HNeutralizer Cathode Tip Neutralizer Tip- Maln Tsolator Heater Cathode Isolator Heater

Vap. Heater Heater Heater

Amps Watts Amps Watts Amps  Watts Amps Watts Ampa Watts
TI 115 4.2 4.30 645 7.8 71.8 1.99, 15.4 1,80, 13.9
T2 1.07 3.6  4.27 64.5 7.48 68.1 2.48, 23.9 2.25, 21.7
T3,, 1.11 4.0 4.28 64.2 7.52 69.2 2.98, 34.6 2.70, 31.3
T4 1.7 3.6 4£.29 64.4 7.52 ¢68.8 1.9%, 15.4 1.80, 13.9
TS 1.11 3.9 4.34 66.8 7.69 70.7 2.95 34,6 2.70 11.3
1 l.14 .5.0 4.8 76.4 8.45 86.2 2.85 31.7 2.56 28,2
2 1.15 5.1 4.6 76.4 - 8.40 85.7 2.85 31.7 2.65 30.2
3 1.14 5.1 4.6 76.4 8.30 B4.7 2.85 31.7 2.65 30.2
4 1.14 5.1 4.6 76,4 8.260 84.3 2.94 33.7 2.65 30,2
5 1.13 5.1 4.6 76.4 8.40 B5.7 2.94 33,7 2,65 30.2
6 1.13 5.1  4.57 75.9 8.22 83.8 2.85 31.7 2.74 32.3
7 1.17 5.2 4.60 76.4 8.26 84.3 2.85 31.7 2,72 31.8
8 0 o 4.61 76.5 8.34 B85.1 3.03 35.8 3.00 38.7
9 - 1.17 5.4  4.82 V6.7 8.29 85.4 2.85 31.7 2.72 31.8
=

Heaters in parallel - current calculated

**Magne:ic baffle on @4.3 amps off for all other tests

Table IV Summary of ignition and heat phase set pointe

(a) Test points constant for all tests

Sup#ly . IgniEion ) Heat '

Cathede vaporizer 2.05 A at 6.39 ¥ = 13.1 watts Proportional conttrol
: max output AVI set, point varted (see table IVh)

Neutralizer vaporizer 2.51 A at 8.09 V = 20.3 watts Proportional control
max output VHE set-point 15 to 17 ¥

Neutralizer tip Same as preheat level 6.0 & at 'B.4 V = 50.4 watts

Cathode tip - Same as preheat level Qff

Discharge Open circuit ' " 10.0 amps {voltage in clesed loop)

Cathode keeper Cpen cireult . 1.2 to 1.4 amps - veltape unregulated varies
. from 7.5 to 9,5 V

Neutralizer keeper Open circuit ’ ’ 1.45 A (voltage in closed loop)

P.C. = Proportional céntrol : ' ‘

(b) Test points varied from test to test

Teat Phase Main Cathode Magnetic Isolator
Vaporizer Vaporizer Baffle Heaters

1 Ignition Off Max On On - preheat level

Heat DEE FP.C. -AV_ set 37 V On off
2 Ignition Off IMax off On - preheat level

Heat Off P.C. ~AV_ set 32 V off On - switched off during heat
3 Ignition .8 A, 5.6 W IMa.x - Off On - preheat level

Heat B A, 5.6V P,C., —AV, set 40 V¥ off On - preheat level
4 Ignition .B A, 5.6 W IMax Off On - preheat level

. Heat 8 4, 5.6 W P.C. -AV. et 43 ¥ : 0ff On - switched off during heat
5 Ignition Off Max 0ff - On = preheat level
) Heat - DEf P.C. —AV_ set 37 V Off On - preheat level

6 Ignition .8 A, 5.6 W I}dax Off On ~ preheat level

Heat Switched off P.C. -:WI set 43 V Off Off

during heat

7 Ignition 0ff Max off off

Heat Qff P.C., =AV, set 43V Off DEf
8 Ignition Off T‘Max Off DEf

Heat Off P.C. -AV_ set 43 V Off Off
9  Ignitien off Dax off  Off

Heat Off P.C. -AVI set 43V Off Off




Table ¥ Effect of initial temperature on
preheat thermal characteristics
(temperatures in deg. C)

Temperature location (Fig. 1) Test Time
"0 min 15 min 20 min
Manifold (#1) 15 -9 2] 65
T3 +4 32 70
Main vaporizer (#2) T5 -7 141 266
T3 +27 163 275
Cathode waporizer (#6) TS -6 129 257
T3 +33 151 270
Cathode flange (#4) 15 -4 340 411
T3 +13 334 404
Neutrallzer vaporizer (FB) T5 -2 183 220
T3 +7 186 221
Neutralizer insert (#7) T5 ~14 748 752
’ T3 =10 707 727

_Table VI Summary of temperatures at beginning of preheat & ignition phase and time to ignite discharges

Test Conditions Temperatures deg. C " Preheat Time for Time for Time for
Time, Neut, Neut, Cath. Cath. Manif. Main Main length, neut. to cath. to discharge.
pin. insert vap. iso- wvap. igo~ wvap. min, lite, lite, to lite,

lator lator ) sec. sec. sec.

'1- 64 Hour starage 0 ~8 G- 0 -3 0 -1

in vacuo not 22.1 863 231 248 156 42 258 207 e
directly ex— : 23.5 28 3] 18
posed to LN
temperatured .
"~ 2 5 Hour off time ¢ -14 4 17 14 0 21 16
since previous 22.0 839 224 256 167 45 257 206 . . .
run : 22.5 26 16 28
3 14 Hour storage 0O -6 11 5 6 1 5 3
in vacuo not 22,0 B3 228 255 18l 46 254 201 . -
directly ex- ) 22.5 16 16 - 32
posed to LN ' : :
temperatures
4 1-1/2 Hour off 0 -1 16 &0 75 38 65 66
since previous 22.0 B47 226 278 200 73 275 233 . o
. run . - 22.7 C26° . 19 © 10
5 Isolator heat 0’ -8 6 18 22 6 14 16
applied prior 11.0 785 177 203 92 21 183 160 : i
‘to start - 11.5 60 250 360 -

otherwise same
conditiona as

test 3
6 Start from am- 0
bient -~ thrust~ 0.5 67 44 22 23 19 24 2
er in vacuo 30.0 B46 226 287 220 80 292 263
1 hour _ 30.2 -22 10 10
7 14 Hour storage 0 =14 -1 -3 -4 -8 -2 -6 '
in vacuo di- 30.0 T4T 234 278 203 62 286 254
rectly exposed . 30.3 26 7 7
to LN, eryo- . ) :
liner
§ Same as test 7 O -14 -5 -3 -10 -5 -6
used higher 19.5 793 170 273 158 36 263 197
isolator heat- 20.0 52 24 40
er power
9 48 min. cool End 535 306 201 233 172 204 256
down from end of .
of previous run prior
Tun

-0.6 27 42 117 131 79 173 123
+20.0 734 226 294 226 96 285 250 ‘
21.6 +18 -36_ 0

&= z
1.6 min. delay in turn on of cathode vap. due to logic error



Table VII Summary of successful and unsuccessful start-ups.

Test Temperatures % Cath. Main Length - Discharge -
(at end of preheat) iso- 1igo- of & cath.
later lator  preheat lite
Cath. Cath. Manif. Wain Main power, power, min. simltanecusly
150- vap. iso- - vap. watts watts
lator lator
Successful 4 278 200 73 275 233 37.2 27.4 22.7 Yea
6, 287 220 BO 292 263 34.9 29.3 30,2 Yes
7 278 203 62 286 254 34.9 28.9 30.3,, Yes
9 294 226 96 285 250 34.9 28.9 21.6 Yes
Unsuccessful 8 273 158 36 263 197 40.0 35.1 20.0 No
1 248 156 42 258 207 34.9 25.6 23.5 No
2 256 167 45 257 206 34.9 27.4 22.5 He
3 255 161 46 254 201 34.9 27.4 22.7 No

= =
General test profile repeated 8 times with similar results.
*R
Cathode lit prematurely

Table VIII Operating levels and number of set points
required for each power supply

Supply Preheat Ignition Heat - Ho. of Set Points
Reg'd - Reg'd. Req'd. Total
by by by
start-up start-up Tun
anly & Tun
isolater heater- 3z w (a) (a) 1 0 1 2
cath. & main each
Cathode tip 4.6 A 4.6 A (&) 1 0 1 2
heater 6w 76 W ‘
Neutralizer tip 3.2 A 8.3 A 6.0 A 1 1 0 o2
heater (b} B5 W 85 W 50w :
Main vap. (a) (a) {a) 0 0 . pct 1
Cathode vap. (a) 2.0 A ¢ 1 pct 0 2
13.1 W
Feutralizer vap. 1.1 4 2.5 A PC 2 pc® 0 3
5.1 W 20,3V g 4
‘Mag. baffle - (a) (a) (a) 0 1] A Ad
Neutralizer {a) 2.4 A 2,4 A 0 1 B-1 B
keeper d
Cathode keeper {a) 1.0 4 1.0 A 0 1 c-1 Cd
Discharge {a) 10 A 10 4 0 1 -1 Dd
Screen (a) (a) (a) 1} o} E Ed
0 0 F F

Accelerator {a}) {a) (a}

aNn power to load - supply either off or turned on with set point for zeroa current
or voltage.
Currents are for swaged heater used. Flame sprayed heater would require different
current but typically the same powet : '
G = Ptoportidnal conttol - vaporizers always in closed loop proportional control
during run mode, - ‘

’ dNumber of set points required during run mode to determined by mlssion .conatraints,



Table IX Modified operating levels and set points required

T Supply’ " Preheat Ignition Heatr No. of Set Pointa
i Req'd. . Req'd. Req'd. Total
by by by
start-up start-up run
" only only  only
Isclator heater (a) (a) {a) 0 0 0 0
Cathode tip 4.6 4 4.6 A (a) 1 ] B 2
heater 76 9 T W : .
Neutralizer tip 8.3 A 8.3 4 (a) 1 [} 1 2
heater(b) 85 v B5 W
Main vap. {a) {a) . (a) 0 0, rct 1
Cathode vap. . (a) PC PC a PC 0 1
" Neutralizer vap. (a) PC PC 0 pct 0 .’Ld
Mag, baffle (a) {a) (a) 0 0 A A
Neutralizer (8)  2.4A 244 0O 1 B-1 g
keeper . . 4
Gathode keeper (a) 1.0 A .04 0 1 c~1 Cd
 Discharge 64 W 10,0 4 10,04 © 2 C D=2 by
Screen (a) (a) (a) 0 0 E Ed
¢} o F ‘B

Accelerator (a) (a) (a)

— T

aNo power to Joad -~ supply either off or turned on with sei point for zerc current
or- voltage.’
Currents are for swaged heater used. Flame sprayed heater would. require differen;'
¢urrent but typically the same power.
= Proportional control - vaporizers always in closed loop proportional cantrol
during run mode.,
dNumber of set points required during Tun mode to determined by missgion constraints.

Table ¥ Effect of discharge current
’ rige time on beam current
after cycle

Discharge  Max beam  Max beam Time beam

current current current current
. rige time  (transient) (steady) ¥2 amps.
- {10% ~ 307} amp. amp.
gec. . . -
0.05 - 2.11 2.28
. >2 A)
v 36 2.15 2.04 1.87.
o {>2 A}
2.0 2.05 " 1.95 6.80

(<2 A)
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Figure 2. - Effect of isolator heater power on feed system
temperature.



TEMPERATURE, °C

360 l-

320 -

230 L

240

200

160

120

80

o MAIN (SOLATOR FLANGE
{THERMOCOUPLE 3)
o CATH 1SOLATOR FLANGE
{THERMOCOUPLE 5}
OPEN SYMBOLS DENOTE
TEST T3 - WARM START
SOLID SYMBOLS DENOTE
TEST 5-COLD START
(SEE TABLE 3)

I ! l i I I | J

0 4 8 12 16

.20 4 B8 3
PREHEAT TIME, MIN

Figure 3. - Effect of initial temperature on preheat charac-
teristics.

E-8219

(

~FIG, 5(a)
f,’ MAIN VAP 2370
/ FG. 5b)
TN/ AN vaP 2520
) /

{{ CATH vap 2290 /- RUN START

ol |

DISCHARGE
VOLTAGE

LOA
BEAM
CURRENT

Figure 4. - Heat phase, test 3,



DISCHARGE

- . MAIN VAP 2323
. SR D 1SCHARGE [ MAIN VAP 249° CATH VAP 238°—
CYCLING ON/OFF [ESSEER A O 1 _ CATH VAP 222°—

\

l ~RUN START
A : | ! Ii ISOL HTRS OFF"_].‘ |‘ ff ,f_NIAIN VAP OFF
i "i T e b HEAT | MAINVAP273? 1\ (| MAIN VAP
' Lo b e START- | CATHVAP 221 v ;| ON,
e AT T | ;¥ 1 \ 1 l'l \‘ 1 1

SRR T |
37V |

1 vouTace

§ e

DISCHARGE
CURRENT

(b) 3.5 MINUTES AFTER START OF HEAT PHASE.

Figure 5. - Discharge current and voltage (ac only) at various
times during heat phase of test 3. See also figure 4.

Figure 6. - Heat phase, test4.



~MAIN VAP 2720
| CATH VAP 2260

o= HEAT

‘n“ START l.‘ OFF

/.
' —MAIN VAP r-MAlN VAP 271°
! CATH VAP 531°

E-821Y9

— MAIN VAP 2590
| CATH VAP 223°
]

h RUN
I I START

i i
y
e e = i
it i H iB i :r- = T37 V
i | DISCHARGE
i VOLTAGE
'-{ﬂ:m&_mi::“' :
! il Sl P
SIS E T e g 5 : i b s R Rl
i ij?g sEhlE TR | "~. = "— 10.0 A
T e s
: fihth . RGN i Hm‘r; HHinhiij E:JSR(’:RHE?\I?GE
Ll 5 = = :
__ 13 1:;‘:: b i EE J
- H= 10t H : = : ; E
: e o SR
- B
e e CURRENT

Figure 7. - Heat phase, test 6,

1

.'-HEAT START

/ - MAIN VAP 262°C
\CATH VAP 222°C

i |

MAIN VAP 258°
CATH VAP 2290

~ MAIN VAP 200
1 CATH VAP 229°

~RUN START

{ MAIN VAP 2640

I

!

1

!

!

I

l.’ ( CATH VAP 237°

EEEA
e

: #1% T & ;, ;':. mye 37
I Al R ﬂ =

iy (R [ DISCHARGE
%ﬂt I 3 %@@j LN VOLTAGE
il e

- DISCHARGE

CURRENT

+
THHH

10.0 A

S
J‘{ﬂ‘.‘f HL ST

Fee] P e

£52ch

THEH A e R e R
EERENEIEES
-

e
SR

B L5

6.38 A

B jiitm
| LENTIRS L= fovai:

= TBEAM
= CURRENT

Sanieaien

Figure 8, - Heat phase, test 7,



;DISCHARGE =l e

e
i mus _.‘_ ,“‘ : : _ T”
j e
DISCHARGE il i

3.4 SECH ";‘:CURRENT =2 RIS e i Al i -T;

T REAM

HHET

oo
= ’ e
: i’ Nk ’

AC LERATOR
: CURRENT

!Iﬁlig!m SRS FE .I l"

'. 7.6 SEC _._..I ,———1 8 SEC
HIGH VOLTAGE OFF TIME

DISCHARGE
CUTBACK TIME

Figure 9. - High voltage recycle profile of reference &,

flE: ] b e T e { i
S : 15 s aH] :
f Pt | i R T T 31 V'

. Ll DISCHARGE VOLTAGE W

! ] ] 2 A : EHEELTH | Y hi l
11 i Ii_ i !
e i
i ] FREHTE] i r '.—51 : £ ’.4 Hiil ‘ + i
s bl St i) SijiafljiEis e 10 A lIE
: T T Sl R o
2 il D.JSA i i
eecailIh I d e ;
e e T PR DISCHARGE CURRENT &

LISEC' '0.4 SEC’ 4 SEC_%

e e .

T il ; I =22 EEEET I B l; ‘ lL

il —: . zi i 4 ACCELERATOR CURRENT =l
i e s ETI i ; Tl TR muz: T'

Figure 10. - High voltage recycle.



E-8219

E TR e

niﬁ%ﬂwnﬁ:

=¢=. s:

Eiista et

i

S
Pyessiis:

1

Ilzﬂm | '10 A

il fje= HH: Erhil
[F 1ok DISCHARGE CURRENT.
TGl 2 0 A HiEa
= i Imm i |
SEAMCORRENT ey
SR LT |

i
=T

i i el
. ACCELERATOR CURRENT i

: nﬂt || “i_
11|

i gt == . i rissssil s
Lo SEC 1 SEC_’[

188 SEC 0,32 SEC
Figure 11, - High voliage recycle,

Figure 12, - High voltage recycle with succeeding recycle,
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